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1.
IDENTIFICATION OF PRODUCT AND COMPANY

Product name : 
STEEL FREE





Water clear, extreme low  temperature penetrating, anti-seize

                                                  Fluid designed to meet requirements of VV-P-216









Company        :  
D. Adam & Associates /  ACTEL Coatings, 

                                 Clarendon, 17 High Cross Avenue, Melrose TD6 9SQ Scotland, U.K.

Tel: +44 (0) 7880 805478  www.actel.f9.co.uk   E-Mail: dougadam@globalnet.co.uk

2.
TECHNICAL DATA
2.1
STORAGE:

Store bulk product securely in original labelled containers away from

                                                  strong oxidising agents, naked flames and sources of ignition.

2.2
APPLICATION:

Apply as necessary by trigger spray or brush to metal assemblies

and parts to prevent seizing or to release seized joints, cables etc.
2.3
REACTION TIME:
Leave to soak into rust crevices and test release stage from time to

time until seized parts are free.
2.4
PACK SIZE:

5, 25 and 200 litre drums.

2.5
FLASH POINT:

131oC.
 

2.6
SPECIFICATION:
Federal Spec. VV-P-216 PENETRATING OIL (FOR LOOSENING
                                     FROZEN METALLIC PARTS) used by The Aerospace Industry

2.7
FIRE RESISTANCE: 
Does not support combustion after the flame source is removed

2.8
STABILITY:

Excellent hydrolytic stability

2.9
OPERATING TEMPERATURES: Below -60oC to +100oC  
2.12
OTHER PROPERTIES:
Broad parameters of solubility 





Does not contain metals




Reduces friction




Non hazardous




Relative density at 20oC is 0.958

3.
HEALTH AND SAFETY


Although this product is not hazardous as defined by the European Community’s Dangerous 

            Substances / Preparations directives, please ensure that operators read and understand the 

            Health and Safety Data Sheet before using this material.
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